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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62282065/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1354 1353 1354 1357 1361 1362 1361 1358 132.1 132.1 6.28

1197 1195 1197 1204 1210 1212 1209 1203 362.8 494.9 23.5

956.5 953.7 961.9 976.5 989.3 990.9 982.4 968.5 504.5 999.4 47.5

555.4 553.7 565.4 582.9 598.2 596.9 584.2 568.7 483.4 1483 70.5

248.8 247.0 252.0 261.3 270.7 270.2 263.9 256.1 309.6 1792 85.2

121.6 121.1 120.9 124.0 126.5 126.2 123.5 122.4 159.4 1952 92.8

69.56 66.28 63.46 68.71 72.25 70.91 67.56 69.39 95.00 2047 97.3

26.26 22.25 19.75 24.08 26.67 25.57 23.00 25.06 47.62 2094 99.5

0.4846 0.4733 0.4495 0.4663 0.4467 0.4325 0.4386 0.4417 9.810 2104 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:07 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62282065/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1411

5 1396

10 1354

15 1287

20 1197

25 1093

30 957

35 758

40 555

45 381

50 249

55 167

60 122

65 95.8

70 69.6

75 46.4

80 26.3

85 9.12

90 0.48

10

1411

1396

1354

1287

1197

1092

956

757

555

380

249

167

122

96.1

69.5

46.1

26.2

9.99

0.49

20

1411

1395

1353

1286

1195

1091

954

755

553

378

247

166

121

95.4

68.8

45.0

25.1

8.81

0.51

30

1411

1395

1354

1286

1196

1091

954

756

554

379

247

166

122

95.4

68.0

44.1

24.1

7.69

0.49

40

1411

1395

1353

1285

1194

1090

953

755

553

378

247

165

121

94.1

66.8

42.8

22.8

6.46

0.47

50

1411

1395

1353

1286

1195

1091

954

757

555

379

247

166

121

93.7

65.8

41.7

21.7

5.45

0.47

60

1411

1395

1353

1285

1194

1091

955

758

555

380

247

165

120

92.4

64.5

40.5

20.6

4.52

0.46

70

1411

1395

1353

1286

1196

1092

957

761

559

382

249

166

121

92.1

63.8

39.8

20.0

3.95

0.46

80

1411

1395

1353

1286

1196

1092

958

763

561

384

250

166

120

91.3

63.2

39.4

19.6

3.53

0.45

90

1411

1395

1354

1287

1197

1094

962

768

565

387

252

168

121

91.9

63.5

39.5

19.8

3.62

0.45

100

1411

1395

1354

1287

1198

1095

964

771

568

389

253

168

121

92.1

63.9

39.9

20.1

3.94

0.45

110

1411

1396

1355

1289

1200

1098

968

776

573

393

256

170

122

93.7

65.1

41.0

21.0

4.72

0.45

120

1411

1396

1355

1290

1201

1099

971

779

576

396

257

170

123

94.7

66.4

42.1

22.0

5.63

0.46

130

1411

1397

1357

1291

1203

1101

975

785

581

400

260

172

124

96.4

68.1

43.6

23.4

6.81

0.46

140

1411

1397

1357

1292

1204

1103

978

788

584

402

262

173

124

97.2

69.4

45.0

24.7

8.00

0.47

150

1411

1398

1358

1294

1207

1105

982

794

590

407

265

175

125

98.6

70.8

46.4

26.2

9.42

0.48

160

1411

1398

1359

1295

1207

1106

984

796

592

409

267

176

125

98.7

71.6

47.5

27.3

10.7

0.50

170

1411

1399

1360

1296

1209

1108

987

801

596

412

270

178

126

99.6

72.1

48.3

28.2

11.8

0.48

180

1411

1399

1361

1297

1210

1109

989

803

598

414

271

179

127

99.7

72.3

48.4

26.7

9.89

0.45

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:07 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62282065/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1411

5 1399

10 1361

15 1297

20 1210

25 1109

30 990

35 803

40 598

45 414

50 271

55 179

60 126

65 99.5

70 72.4

75 48.5

80 25.2

85 8.39

90 0.45

200

1411

1400

1362

1298

1212

1110

992

805

600

416

272

180

127

100

72.6

48.3

25.7

8.29

0.45

210

1411

1400

1362

1298

1212

1110

991

803

598

414

271

179

126

99.7

72.0

47.4

26.8

9.69

0.45

220

1411

1400

1362

1299

1212

1111

992

803

598

414

271

179

127

99.6

71.4

46.7

26.1

9.13

0.43

230

1411

1400

1362

1298

1212

1110

990

800

595

412

269

178

126

98.3

70.4

45.6

25.1

8.23

0.43

240

1411

1400

1362

1299

1212

1110

990

799

594

411

269

178

126

98.1

69.5

44.8

24.3

7.59

0.43

250

1411

1400

1362

1298

1211

1109

987

795

590

408

267

177

124

96.8

68.5

43.9

23.6

6.95

0.44

260

1411

1400

1362

1298

1211

1108

986

793

588

407

266

176

124

96.5

68.0

43.5

23.2

6.66

0.43

270

1411

1399

1361

1297

1209

1106

982

789

584

403

264

175

124

95.6

67.6

43.2

23.0

6.46

0.44

280

1411

1399

1361

1296

1209

1106

981

787

582

402

263

175

123

96.0

67.8

43.5

23.2

6.62

0.43

290

1411

1399

1360

1295

1206

1103

977

781

577

398

260

173

123

95.7

68.0

43.7

23.4

6.85

0.44

300

1411

1398

1359

1294

1205

1102

974

778

575

396

259

173

123

96.3

68.7

44.4

24.1

7.42

0.43

310

1411

1398

1358

1293

1203

1100

970

773

570

392

257

171

122

95.9

69.1

45.0

24.7

7.95

0.44

320

1411

1398

1358

1292

1202

1099

967

770

568

390

256

171

123

96.7

69.7

45.7

25.5

8.67

0.44

330

1411

1397

1357

1290

1200

1096

963

765

563

386

253

169

122

96.1

69.9

46.1

25.8

8.31

0.44

340

1411

1397

1356

1290

1200

1095

962

763

561

385

252

169

122

96.4

70.1

46.6

25.2

7.08

0.44

350

1411

1396

1355

1288

1198

1093

958

759

557

382

250

167

121

95.7

69.7

46.5

25.1

7.57

0.43

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:07 December 2022 Remarks:


