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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62283030/WH

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2761.9 1m ~/+180
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¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1720 1715 1713 1715 1721 1726 1728 1725 0- 10 167.4 167.4 6.06
20 1536 1526 1524 1529 1538 1548 1550 1545 10- 20 461.0 628.4 22.8
30 1197 1181 1179 1191 1213 1229 1229 1218 20- 30 639.4 1268 45.9
40 737.5 719.3 721.2 736.2 754.1 772.8 771.3 757.4 30— 40 607.0 1875 67.9
50 369.2 362.6 360.6 368.0 382.8 390.1 392.3 385.3 40- 50 421.2 2296 83.1
60 178.1 174.4 171.8 176.0 180.8 184.0 183.5 183.2 50- 60 236.5 2533 91.7
70 106.4 102.1 98.57 103.5 107.7 106.6 104.0 107.1 60— 70 137.9 2670 96.7
80 43.00 37.91 33.78 38.84 41.76 41.00 38.06 41.75 70- 80 74.81 2745 99.4
90 0.7274 0.7115 0.6891 0.7232 0.6541 0.6367 0.6319 0.6361 80- 90 16.61 2762 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62283030/WH

POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788
5 1770 | 1770 | 1769 | 1769 | 1768 | 1768 | 1767 | 1767 | 1767 | 1767 | 1766 | 1767 | 1768 | 1768 | 1768 | 1769 | 1769 | 1770 | 1771
10 1720 | 1719 | 1718 | 1717 | 1715 | 1715 | 1714 | 1713 | 1713 | 1713 | 1713 | 1714 | 1713 | 1714 | 1715 | 1717 | 1718 | 1720 | 1721
15 1639 | 1638 | 1636 | 1634 | 1632 | 1631 | 1630 | 1629 | 1629 | 1629 | 1628 | 1630 | 1631 | 1632 | 1633 | 1635 | 1636 | 1639 | 1640
20 1536 | 1535 | 1532 | 1530 | 1527 | 1526 | 1524 | 1524 | 1523 | 1524 | 1524 | 1526 | 1526 | 1528 | 1530 | 1532 | 1533 | 1536 | 1538
25 1401 | 1399 | 1395 | 1393 | 1389 | 1387 | 1385 | 1385 | 1384 | 1386 | 1385 | 1388 | 1389 | 1393 | 1395 | 1399 | 1401 | 1405 | 1409
30 1197 | 1194 | 1189 | 1186 | 1181 | 1180 | 1177 | 1178 | 1177 | 1179 | 1179 | 1183 | 1185 | 1190 | 1193 | 1199 | 1202 | 1208 | 1213
35 966 | 963 | 956 | 953 | 947 946 | 943 | 945 | 944 948 949 | 954 957 962 964 970 973 | 979 | 984
40 738 | 734 | 728 | 725 | 720 | 719 | 716 | 717 | 718 | 721 | 723 | 728 | 730 | 735 | 737 | 742 | 744 | 749 | 754
45 533 | 530 | 526 | 524 | 520 | 520 | 518 | 518 | 518 | 521 | 521 | 525 | 527 | 531 | 534 | 538 | 540 | 545 | 549
50 369 | 368 | 365 | 364 | 362 | 363 | 361 | 361 | 360 | 361 | 360 | 363 | 364 | 367 | 369 | 373 | 376 | 380 | 383
55 255 | 254 | 252 | 252 | 250 | 250 | 249 | 249 | 248 | 248 | 248 | 249 | 249 | 251 | 253 | 256 | 258 | 260 | 262
60 178 | 178 | 176 | 176 | 175 | 174 | 172 | 172 | 171 | 172 | 172 | 173 | 174 | 176 | 176 | 178 | 178 | 180 | 181
65 139 | 139 | 138 | 139 | 137 | 137 | 136 | 135 | 134 | 135 | 135 | 136 | 136 | 138 | 138 | 140 | 140 | 141 | 141
70 106 | 106 | 105 | 104 | 103 | 102 | 99.8 [ 99.3 | 98.1 | 98.6 | 98.5 | 100 | 101 | 103 | 104 | 106 | 106 | 107 | 108
75 73.7 | 73.2|71.8|70.5|68.8| 67.3|65.7|64.7|64.0| 64.0| 64.3 | 65.4 | 66.6|68.4|70.0|71.7|72.9|74.0 | 74.2
80 43.0 | 43.5|41.9 | 40.5|38.7 | 37.2|35.6 | 34.6 | 33.8|33.8(34.0|35.1|36.2|38.0|39.7|41.5|42.8|44.0 | 41.8
85 17.3|17.8 [ 15.9|14.2 [ 12.4|11.0 | 9.70 | 8.90 | 8.19 | 8.17 | 8.36 | 9.21 | 10.1 | 11.7 | 13.2 | 15.2 | 16.9 | 18.6 | 17.0
90 0.73/0.73|0.77|0.75|0.72 | 0.71 | 0.70 | 0.70 | 0.69 | 0.69 | 0.69 | 0.69 | 0.70 | 0.71 | 0.74 | 0.76 | 0.75 | 0.73 | 0.65
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:06 December 2022

%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62283030/WH
POWER: 30W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788 | 1788
5 1771 | 1773 | 1772 | 1774 | 1774 | 1775 | 1774 | 1775 | 1775 | 1774 | 1774 | 1774 | 1773 | 1773 | 1773 | 1772 | 1771
10 1721 | 1724 | 1724 | 1726 | 1727 | 1728 | 1728 | 1728 | 1728 | 1728 | 1727 | 1727 | 1725 | 1725 | 1724 | 1723 | 1721
15 1642 | 1644 | 1646 | 1647 | 1648 | 1650 | 1650 | 1651 | 1650 | 1650 | 1649 | 1649 | 1647 | 1646 | 1645 | 1643 | 1641
20 1540 | 1544 | 1545 | 1547 | 1549 | 1550 | 1550 | 1551 | 1550 | 1549 | 1548 | 1548 | 1545 | 1544 | 1542 | 1541 | 1538
25 1411 | 1416 | 1418 | 1421 | 1423 | 1425 | 1424 | 1425 | 1424 | 1423 | 1421 | 1420 | 1417 | 1416 | 1412 | 1410 | 1406
30 1217 | 1223 | 1225 | 1229 | 1229 | 1232 | 1230 | 1231 | 1229 | 1228 | 1226 | 1224 | 1220 | 1217 | 1212 | 1208 | 1203
35 987 | 994 | 997 | 1002 | 1003 | 1006 | 1004 | 1005 | 1001 | 1000 | 995 | 993 | 988 | 986 | 981 | 977 | 972
40 757 | 764 | 767 | 772 | 773 | 776 | 775 | 775 | 771 | 770 | 765 | 764 | 759 | 756 | 751 | 749 | 743
45 551 | 556 | 559 | 562 | 563 | 565 | 564 | 565 | 563 | 562 | 559 | 557 | 553 | 550 | 546 | 542 | 537
50 384 | 387 | 388 | 390 | 390 | 392 | 392 | 393 | 392 | 393 | 391 | 390 | 387 | 384 | 379 | 377 | 372
55 263 | 264 | 265 | 266 | 266 | 267 | 267 | 269 | 268 | 269 | 268 | 268 | 265 | 264 | 261 | 259 | 256
60 181 | 183 | 183 | 184 | 184 | 184 | 184 | 184 | 184 | 184 | 183 | 184 | 183 | 183 | 181 | 181 | 179
65 141 | 142 | 141 | 142 | 141 | 141 | 140 | 141 | 140 | 141 | 140 | 141 | 140 | 141 | 140 | 141 | 140
70 108 | 108 | 107 | 107 | 106 | 106 | 104 | 105 | 104 | 105 | 105 | 106 | 107 | 108 | 107 | 108 | 107
75 74.3|74.1 | 73.2|72.4|71.2 |70.4|69.5|69.2|69.1|69.6|70.1|71.3|72.1|73.2|73.7|74.3|74.2
80 39.7 | 39.3|40.1|41.6 | 40.4 | 39.5|38.6 | 38.2|38.1|38.5|39.1|40.2|41.2|42.3|40.8 | 40.5] 41.1
85 14.6 | 13.5| 13.5 | 15.0 | 13.8 | 13.1 | 12.3 | 12.0 | 11.8 | 12.3 | 12.7 | 13.7 | 14.5 | 15.1 | 13.1 | 13.5 | 14.9
90 0.67 | 0.67 | 0.68 | 0.64 | 0.63 | 0.62 | 0.63 | 0.62 | 0.63 | 0.63 | 0.63 | 0.63 [ 0.63 | 0.64 | 0.69 | 0.67 | 0.65
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:06 December 2022 Remarks:




