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LAMP PHOTOMETRIC REPORT

MODEL: 92TL206750W/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 5839.0 lm
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  20  10- 20
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  40  30- 40
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  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2707 2732 2712 2674 2621 2584 2591 2645 252.5 252.5 4.32

2756 2833 2748 2747 2649 2600 2597 2705 762.0 1014 17.4

2384 2649 2398 2633 2457 2555 2404 2606 1222 2236 38.3

1502 1874 1549 1960 1710 2021 1683 1957 1359 3596 61.6

798.0 967.4 817.3 1057 935.1 1143 924.7 1060 1029 4625 79.2

448.2 465.5 447.4 510.7 515.5 561.0 489.8 511.1 621.2 5246 89.8

264.4 231.4 240.1 250.6 293.4 269.8 245.1 246.5 358.0 5604 96

122.5 90.78 94.90 98.95 137.4 103.0 90.03 93.37 184.4 5789 99.1

2.126 2.110 1.989 2.097 7.706 2.075 1.576 1.757 50.44 5839 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92TL206750W/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2632

5 2655

10 2707

15 2745

20 2756

25 2684

30 2384

35 2062

40 1502

45 1164

50 798

55 622

60 448

65 364

70 264

75 206

80 122

85 70.3

90 2.13

10

2632

2659

2717

2758

2778

2713

2424

2104

1539

1192

805

629

450

364

262

203

120

68.2

2.12

20

2632

2662

2724

2770

2802

2754

2495

2189

1621

1257

837

647

449

356

248

189

109

59.9

2.13

30

2632

2664

2730

2779

2824

2796

2586

2311

1756

1372

903

682

455

352

238

178

99.4

52.0

2.12

40

2632

2666

2733

2782

2835

2821

2648

2401

1864

1470

960

714

463

352

232

170

92.2

47.0

2.12

50

2632

2666

2732

2780

2831

2817

2650

2409

1883

1491

975

722

468

354

231

168

89.3

45.3

2.10

60

2632

2665

2729

2773

2812

2784

2583

2323

1784

1400

921

694

459

351

231

168

88.2

44.9

2.07

70

2632

2664

2724

2764

2788

2740

2499

2213

1666

1300

865

662

451

351

234

171

90.8

45.9

2.04

80

2632

2662

2718

2754

2764

2700

2428

2125

1575

1226

825

642

447

352

238

175

93.2

46.9

2.01

90

2632

2660

2712

2745

2748

2679

2398

2092

1549

1207

817

638

447

353

240

177

94.9

47.5

1.99

100

2632

2657

2705

2737

2743

2678

2410

2113

1572

1228

830

648

452

355

240

177

94.3

47.5

2.00

110

2632

2653

2697

2729

2745

2696

2465

2189

1660

1303

876

674

461

359

240

175

93.2

47.5

2.00

120

2632

2649

2689

2720

2748

2722

2541

2298

1785

1416

946

718

479

367

241

175

92.4

47.9

2.05

130

2632

2645

2680

2711

2751

2746

2618

2412

1930

1554

1038

776

504

380

247

180

96.3

50.0

2.06

140

2632

2640

2669

2699

2743

2750

2648

2461

1990

1608

1076

811

518

390

254

186

102

53.4

2.13

150

2632

2635

2658

2684

2726

2729

2618

2418

1933

1553

1044

787

517

395

262

195

110

59.5

2.15

160

2632

2631

2647

2669

2701

2692

2545

2315

1807

1438

972

748

511

398

272

206

119

67.4

2.25

170

2632

2626

2635

2652

2673

2652

2475

2225

1711

1357

927

723

506

403

285

219

129

74.8

2.59

180

2632

2620

2621

2633

2649

2628

2457

2215

1710

1361

935

731

516

412

293

227

137

82.2

7.71

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92TL206750W/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2632

5 2616

10 2610

15 2618

20 2631

25 2610

30 2450

35 2218

40 1723

45 1376

50 947

55 742

60 521

65 415

70 293

75 226

80 136

85 81.1

90 6.12

200

2632

2612

2600

2604

2617

2606

2478

2273

1801

1454

1000

773

532

416

286

217

128

73.7

4.01

210

2632

2609

2592

2593

2608

2609

2522

2355

1919

1564

1072

818

547

419

279

207

116

64.0

2.93

220

2632

2607

2585

2585

2603

2612

2558

2423

2024

1670

1146

866

564

424

274

199

108

57.3

2.31

230

2632

2606

2582

2580

2597

2608

2553

2416

2018

1663

1140

859

558

417

265

189

98.4

51.4

1.84

240

2632

2605

2581

2578

2591

2593

2509

2345

1919

1568

1075

816

536

404

257

182

93.8

47.4

1.66

250

2632

2606

2582

2579

2588

2577

2451

2251

1792

1446

991

763

511

389

250

177

91.0

44.1

1.61

260

2632

2608

2584

2583

2588

2567

2412

2189

1715

1375

947

732

498

382

248

176

91.5

43.0

1.58

270

2632

2610

2591

2591

2597

2572

2404

2171

1683

1345

925

718

490

377

245

174

90.0

41.8

1.58

280

2632

2614

2600

2604

2617

2598

2442

2215

1729

1382

945

729

493

378

245

174

90.1

42.2

1.58

290

2632

2617

2611

2620

2643

2636

2508

2299

1817

1457

987

754

501

379

243

171

89.0

42.1

1.63

300

2632

2622

2623

2638

2671

2677

2581

2399

1937

1566

1055

792

515

386

244

172

88.5

43.8

1.65

310

2632

2628

2638

2658

2696

2705

2617

2442

1988

1612

1081

815

518

386

245

175

90.3

45.9

1.74

320

2632

2633

2653

2677

2714

2712

2595

2398

1925

1552

1038

777

505

381

248

180

96.5

50.1

1.78

330

2632

2639

2667

2695

2725

2704

2530

2290

1780

1412

944

718

482

372

251

187

104

55.8

1.90

340

2632

2644

2681

2713

2735

2694

2466

2189

1655

1299

875

675

469

371

260

199

117

65.5

2.07

350

2632

2649

2694

2729

2747

2690

2424

2121

1570

1224

828

650

464

374

270

210

127

74.1

2.71

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:09 August 2022 Remarks:


