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LAMP PHOTOMETRIC REPORT

MODEL: 98LONDON150/W

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 21227 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

9334 9318 9403 9451 9391 9274 9246 9343 894.1 894.1 4.21

8977 8907 9138 9235 9217 8977 8901 9137 2614 3508 16.5

8142 8043 8353 8540 8539 8271 8168 8342 4031 7539 35.5

6508 6491 6955 7165 7184 6914 6824 6781 4783 12322 58

4790 4888 4923 4825 4865 4814 4961 4899 4554 16877 79.5

1779 1785 1811 1886 1933 1843 1801 1773 3021 19897 93.7

470.0 445.6 438.1 455.1 464.5 462.0 456.6 459.7 916.6 20814 98.1

166.3 166.3 170.0 174.2 180.6 187.3 180.3 175.2 324.0 21138 99.6

6.133 6.130 6.102 5.998 6.511 9.122 8.012 4.910 89.29 21227 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON150/W

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 9377

5 9374

10 9334

15 9219

20 8977

25 8629

30 8142

35 7438

40 6508

45 5646

50 4790

55 3377

60 1779

65 831

70 470

75 293

80 166

85 69.3

90 6.13

10

9377

9387

9348

9207

8964

8622

8136

7424

6507

5700

4858

3437

1802

843

491

309

168

68.9

6.17

20

9377

9377

9329

9180

8948

8616

8133

7407

6502

5721

4897

3453

1795

825

490

315

172

68.6

6.16

30

9377

9380

9324

9180

8934

8615

8122

7391

6512

5743

4924

3475

1805

827

473

295

168

69.0

6.16

40

9377

9378

9316

9151

8900

8566

8059

7320

6484

5725

4893

3461

1775

785

450

286

164

69.6

6.13

50

9377

9379

9320

9162

8915

8556

8027

7328

6498

5719

4883

3498

1795

766

441

289

169

70.3

6.13

60

9377

9388

9336

9190

8942

8571

8038

7368

6569

5754

4875

3507

1798

764

444

288

163

69.8

6.11

70

9377

9403

9369

9238

9010

8651

8146

7504

6717

5858

4910

3501

1805

762

451

301

167

70.7

6.12

80

9377

9403

9379

9281

9063

8744

8261

7639

6854

5947

4919

3476

1791

745

447

304

169

70.6

6.11

90

9377

9419

9403

9322

9138

8827

8353

7745

6955

6006

4923

3476

1811

751

438

292

170

71.5

6.10

100

9377

9408

9428

9349

9178

8872

8411

7788

6992

6017

4897

3452

1811

746

430

289

167

72.8

6.08

110

9377

9419

9442

9380

9214

8911

8447

7849

7045

6051

4887

3447

1833

771

434

295

174

74.1

6.05

120

9377

9419

9438

9395

9222

8917

8479

7894

7083

6056

4856

3418

1846

777

440

292

169

75.3

6.01

130

9377

9419

9448

9394

9233

8951

8526

7966

7152

6081

4835

3415

1879

797

452

304

172

75.7

6.00

140

9377

9413

9454

9394

9238

8966

8554

7995

7177

6089

4814

3398

1893

801

458

313

177

79.4

6.00

150

9377

9419

9459

9395

9252

8976

8567

8014

7201

6108

4829

3414

1911

825

460

306

176

80.0

6.06

160

9377

9407

9436

9394

9245

8975

8558

7994

7188

6113

4836

3407

1904

823

454

300

179

80.6

6.30

170

9377

9403

9422

9386

9249

8985

8561

7992

7213

6145

4862

3412

1914

831

455

303

185

84.1

6.85

180

9377

9380

9391

9352

9217

8957

8539

7972

7184

6141

4865

3416

1933

860

465

300

181

82.4

6.51

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON150/W

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 9377

5 9377

10 9377

15 9326

20 9200

25 8949

30 8534

35 7970

40 7179

45 6134

50 4861

55 3415

60 1929

65 871

70 486

75 317

80 185

85 81.5

90 7.49

200

9377

9363

9361

9299

9159

8913

8517

7947

7148

6116

4864

3429

1937

879

497

329

194

84.5

8.21

210

9377

9357

9320

9252

9100

8841

8459

7879

7078

6050

4832

3396

1906

868

486

312

184

83.3

8.78

220

9377

9340

9285

9188

9008

8735

8333

7765

6968

5976

4813

3374

1865

836

465

304

186

86.0

9.08

230

9377

9338

9263

9140

8946

8636

8210

7623

6860

5925

4815

3359

1821

795

458

306

189

85.9

9.16

240

9377

9319

9250

9105

8895

8573

8137

7555

6806

5932

4869

3407

1827

807

463

306

186

85.6

9.30

250

9377

9323

9243

9091

8870

8544

8109

7544

6815

5971

4935

3455

1829

795

467

315

187

84.3

9.23

260

9377

9319

9244

9105

8880

8562

8132

7562

6838

5995

4984

3506

1838

791

466

321

188

84.2

8.67

270

9377

9321

9246

9108

8901

8605

8168

7580

6824

5969

4961

3479

1801

781

457

305

180

82.7

8.01

280

9377

9318

9272

9143

8941

8648

8202

7617

6825

5942

4953

3475

1786

783

452

301

181

83.0

7.11

290

9377

9337

9284

9185

9003

8719

8267

7658

6836

5931

4942

3454

1759

771

450

304

183

83.9

5.98

300

9377

9342

9307

9224

9073

8772

8319

7681

6835

5929

4953

3454

1754

774

452

298

177

79.5

5.27

310

9377

9353

9335

9274

9125

8820

8336

7670

6798

5899

4921

3401

1726

768

457

304

174

78.7

4.92

320

9377

9362

9350

9313

9148

8836

8348

7645

6763

5866

4877

3365

1819

784

463

311

176

74.7

4.90

330

9377

9375

9365

9310

9136

8806

8330

7628

6726

5807

4819

3328

1739

798

460

298

170

73.2

4.93

340

9377

9373

9365

9294

9087

8748

8292

7591

6681

5736

4784

3339

1769

810

455

292

169

72.0

4.95

350

9377

9374

9369

9264

9039

8697

8216

7515

6600

5677

4765

3344

1772

799

456

296

172

71.6

4.98

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:


