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LAMP PHOTOMETRIC REPORT

MODEL: 98LONDON200SMD

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,99.2

UNIT:cd

C30/210,99.7

UNIT:cd

C60/240,100.3

UNIT:cd

C90/270,99.8
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TOTAL FLUX: 27535 lm
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  80  70- 80

  90  80- 90
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 120 110-120
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 140 130-140

 150 140-150

 160 150-160
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:X10cd UNIT:lm

1221 1227 1243 1258 1255 1247 1238 1227 1187 1187 4.31

1156 1156 1192 1213 1217 1233 1223 1190 3459 4645 16.9

1039 1034 1061 1100 1126 1172 1153 1102 5327 9973 36.2

846.8 822.4 819.8 884.8 936.3 1017 985.2 935.9 6326 16299 59.2

562.5 506.6 513.3 583.0 671.4 746.5 724.3 658.1 5963 22262 80.8

147.8 116.4 118.7 159.1 219.1 292.8 290.0 220.0 3624 25885 94

58.15 58.25 59.20 59.79 63.38 65.13 63.87 59.99 1035 26920 97.8

27.50 28.46 27.49 28.07 27.60 28.83 27.60 27.81 471.6 27391 99.5

0.7847 0.8815 0.8758 0.7886 0.6501 1.148 1.321 0.9457 143.5 27535 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:28 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON200SMD

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: X10cd

0

0 1246

5 1235

10 1221

15 1196

20 1156

25 1105

30 1039

35 956

40 847

45 717

50 563

55 347

60 148

65 76.5

70 58.1

75 43.4

80 27.5

85 12.3

90 0.78

10

1246

1235

1222

1194

1153

1102

1034

950

840

707

546

331

141

76.1

57.6

43.1

28.2

12.5

0.80

20

1246

1237

1223

1192

1150

1096

1026

941

828

693

525

310

132

75.1

57.3

43.2

28.0

12.3

0.83

30

1246

1238

1224

1194

1151

1097

1027

941

826

687

517

301

127

74.9

58.0

44.1

28.4

12.3

0.85

40

1246

1240

1226

1195

1153

1101

1030

942

822

682

507

287

118

73.9

58.3

44.5

28.4

12.1

0.87

50

1246

1241

1228

1197

1159

1109

1038

945

823

683

506

281

115

74.0

58.2

44.7

28.5

12.1

0.89

60

1246

1244

1231

1202

1167

1117

1043

944

818

681

501

272

113

73.5

57.7

44.0

28.0

11.8

0.90

70

1246

1245

1234

1207

1175

1124

1048

944

816

683

504

272

113

74.2

58.0

43.9

28.1

12.0

0.90

80

1246

1248

1238

1214

1184

1132

1053

943

813

683

504

271

113

73.6

58.1

43.7

27.7

11.5

0.89

90

1246

1250

1243

1222

1192

1141

1061

950

820

690

513

281

119

74.9

59.2

44.5

27.5

11.5

0.88

100

1246

1252

1249

1229

1199

1146

1067

958

829

697

521

290

123

75.5

59.9

45.2

27.2

11.5

0.86

110

1246

1254

1253

1234

1204

1153

1076

971

846

712

537

309

134

77.3

59.8

45.6

28.2

11.9

0.84

120

1246

1255

1256

1239

1208

1159

1084

982

860

727

553

326

144

77.2

59.3

45.1

28.0

11.8

0.82

130

1246

1255

1258

1242

1212

1165

1095

997

878

746

574

351

155

79.6

59.8

45.4

28.1

12.1

0.80

140

1246

1255

1259

1244

1215

1171

1104

1011

892

763

592

367

163

81.3

59.8

45.3

28.0

12.1

0.78

150

1246

1256

1260

1246

1216

1175

1115

1026

908

782

615

391

197

86.0

60.5

45.3

28.5

12.6

0.77

160

1246

1256

1259

1246

1216

1175

1118

1031

917

795

633

407

192

90.3

61.7

45.5

28.5

12.5

0.76

170

1246

1256

1258

1247

1217

1177

1121

1037

926

808

654

432

207

94.6

63.6

46.2

28.3

12.5

0.77

180

1246

1254

1255

1245

1217

1180

1126

1045

936

820

671

452

219

96.0

63.4

45.9

27.6

12.1

0.65

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:28 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON200SMD

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: X10cd

190

0 1246

5 1253

10 1254

15 1245

20 1220

25 1186

30 1135

35 1059

40 954

45 839

50 691

55 472

60 231

65 97.1

70 62.8

75 44.7

80 27.6

85 12.3

90 0.75

200

1246

1252

1252

1244

1224

1196

1151

1081

980

863

718

501

250

103

63.8

45.0

28.0

12.9

0.87

210

1246

1250

1250

1245

1229

1204

1163

1096

998

879

732

518

267

107

64.2

45.2

28.1

12.8

1.00

220

1246

1248

1248

1245

1233

1210

1172

1109

1013

893

745

539

288

111

65.0

46.4

28.8

13.1

1.10

230

1246

1246

1246

1244

1233

1210

1172

1112

1020

899

748

546

298

112

65.2

46.5

28.8

13.0

1.19

240

1246

1245

1244

1243

1232

1210

1172

1116

1026

906

754

556

310

117

65.2

46.3

28.8

13.3

1.29

250

1246

1243

1241

1240

1228

1206

1167

1108

1018

898

748

552

306

114

64.3

45.2

28.2

13.1

1.33

260

1246

1241

1240

1236

1226

1205

1164

1101

1006

887

740

548

304

112

64.5

45.4

28.3

13.1

1.33

270

1246

1240

1238

1234

1223

1199

1153

1085

985

866

724

533

290

109

63.9

45.7

27.6

12.7

1.32

280

1246

1239

1236

1230

1217

1191

1141

1071

968

850

712

523

282

108

64.1

46.2

28.4

13.0

1.30

290

1246

1238

1233

1226

1210

1180

1127

1054

953

837

699

506

266

104

63.2

45.4

28.4

13.1

1.24

300

1246

1237

1231

1222

1203

1172

1119

1049

952

833

690

495

253

100

62.2

44.9

28.4

13.2

1.16

310

1246

1236

1228

1218

1194

1160

1108

1040

944

819

670

470

228

92.5

60.4

44.5

27.7

12.7

1.00

320

1246

1235

1227

1213

1186

1148

1096

1028

928

798

646

448

212

89.1

59.6

44.3

27.9

12.8

0.89

330

1246

1236

1225

1209

1178

1135

1078

1004

900

770

621

416

191

84.6

59.1

43.8

27.8

12.6

0.79

340

1246

1235

1223

1205

1171

1125

1063

982

877

750

602

394

193

81.9

59.5

44.3

28.2

12.7

0.70

350

1246

1235

1223

1200

1164

1114

1050

968

859

730

581

367

159

78.4

59.0

44.1

27.4

12.3

0.66

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:28 October 2022 Remarks:


