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LAMP PHOTOMETRIC REPORT

MODEL: 99POMX30/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 2345.0 1m ~/+180
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€30/210,104.9
—C60/240,104.4
©90/270,104.0

AVERAGE BEAM ANGEE (50%):104.7 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 878.6 876.6 874.8 874.5 875.7 877.2 878.6 879.1 0- 10 84.69 84.69 3.61
20 820.6 817.0 813.7 812.4 815.0 817.5 820.4 821.5 10- 20 240.1 324.8 13.8
30 730.0 725.2 720.3 718.7 722.1 727.0 730.1 741.3 20- 30 357.2 681.9 29.1
40 625.3 609.0 602.8 601.3 606.6 615.0 614.4 618.4 30— 40 420.1 1102 47
50 494.0 479.0 469.8 471.0 478.7 481.1 481.7 488.5 40- 50 422.3 1524 65
60 347.3 342.2 331.8 334.3 337.9 344.3 343.5 349.1 50- 60 368.2 1892 80.7
70 207.9 205.8 196.0 198.6 199.4 208.4 207.1 212.9 60— 70 269.8 2162 92.2
80 82.73 80.36 73.18 74.89 74.78 81.64 82.48 87.05 70- 80 147.5 2310 98.5
90 3.063 1.641 7.914 1.724 3.123 1.720 8.649 1.802 80- 90 35.36 2345 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMX30/WH

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897
5 893 | 893 | 893 | 893 | 892 | 892 | 892 | 892 | 891 | 891 | 891 | 891 | 891 | 891 | 891 | 891 | 891 | 891 | 892
10 879 | 878 | 878 | 878 | 877 | 876 | 876 | 876 | 875 | 875 | 875 | 874 | 874 | 875 | 874 | 875 | 875 | 875 | 876
15 854 | 854 | 853 | 852 | 852 | 851 | 850 | 850 | 849 | 849 | 848 | 848 | 848 | 848 | 848 | 848 | 849 | 849 | 850
20 821 | 820 | 819 | 818 | 817 | 816 | 816 | 815 | 814 | 814 | 813 | 813 | 812 | 812 | 812 | 813 | 813 | 814 | 815
25 779 | 778 | 777 | 776 | 775 | 774 | 773 | 772 | 771 | 770 | 770 | 769 | 769 | 769 | 769 | 770 | 770 | 771 | 771
30 730 | 729 | 728 | 727 | 726 | 725 | 723 | 722 | 721 | 720 | 720 | 719 | 719 | 719 | 719 | 720 | 720 | 721 | 722
35 681 675 | 673 | 672 670 669 | 667 666 | 665 | 664 663 | 663 | 662 662 662 663 | 664 666 | 667
40 625 | 617 614 612 610 608 606 | 605 | 604 603 | 602 601 601 601 601 603 | 604 605 | 607
45 561 | 559 | 551 | 549 | 546 | 544 | 542 | 540 | 539 | 537 | 537 | 537 | 536 | 537 | 538 | 539 | 540 | 541 | 543
50 494 | 493 | 485 | 483 | 480 | 478 | 475 | 474 | 471 | 470 | 469 | 470 | 470 | 471 | 471 | 473 | 474 | 475 | 479
55 423 | 424 | 420 | 415 | 412 | 410 | 407 | 405 | 402 | 401 | 400 | 401 | 402 | 403 | 403 | 405 | 406 | 408 | 413
60 347 | 353 | 347 | 346 | 343 | 341 | 338 | 336 | 333 | 332 | 331 | 332 | 333 | 334 | 335 | 336 | 336 | 340 | 338
65 277 | 278 | 277 | 277 | 275 | 272 | 269 | 267 | 264 | 263 | 262 | 263 | 264 | 265 | 266 | 267 | 267 | 268 | 268
70 208 | 209 | 209 | 209 | 207 | 205 | 202 | 199 | 197 | 196 | 195 | 196 | 197 | 198 | 199 | 200 | 199 | 200 | 199
75 142 | 144 | 143 | 144 | 142 | 140 | 136 | 134 | 132 | 132 | 131 | 132 | 132 | 134 | 135 | 135 | 135 | 135 | 134
80 82.7 | 83.2(82.5|82.4(81.3|79.5|76.5|76.8|73.8|73.2|72.7|74.4|72.9|74.7|75.1|75.0|74.8|75.3|74.8
85 30.0 | 29.4|28.9|29.1|28.4|25.1|26.0|26.2|25.1|24.5[23.9|23.8|22.4|24.023.9|23.4|22.8|23.4|24.0
90 3.06 2.39|1.95|1.67|1.58|1.70|3.94|7.03|7.93|7.91|7.36|5.62|2.40|1.74|1.71|1.89|2.29|2.71]3.12
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:

Test Date:05 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMX30/WH
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897 | 897
5 892 | 892 | 892 | 893 | 893 | 893 | 893 | 893 | 893 | 894 | 893 | 894 | 894 | 894 | 894 | 894 | 893
10 876 | 876 | 877 | 877 | 877 | 878 | 878 | 879 | 879 | 879 | 879 | 879 | 879 | 879 | 879 | 879 | 879
15 850 | 851 | 851 | 852 | 852 | 853 | 853 | 854 | 854 | 855 | 855 | 855 | 855 | 855 | 855 | 855 | 854
20 815 | 816 | 816 | 817 | 818 | 819 | 819 | 820 | 820 | 821 | 821 | 821 | 821 | 821 | 821 | 821 | 821
25 772 | 773 | 774 | 775 | 776 | 777 | 778 | 778 | 779 | 779 | 782 | 788 | 788 | 788 | 785 | 781 | 779
30 722 | 724 | 724 | 726 | 728 | 729 | 729 | 730 | 730 | 731 | 731 | 732 | 741 | 742 | 741 | 741 | 736
35 667 | 669 | 673 | 678 | 680 | 677 | 673 | 674 | 675 | 677 | 677 | 677 | 677 | 686 | 687 | 686 | 686
40 608 | 614 | 617 | 619 | 611 | 612 | 613 | 614 | 614 | 615 | 615 | 618 | 618 | 619 | 627 | 627 | 626
45 548 | 553 | 554 | 547 | 547 | 548 | 548 | 549 | 549 | 550 | 550 | 551 | 556 | 557 | 558 | 564 | 563
50 484 | 487 | 484 | 481 | 481 | 482 | 482 | 482 | 482 | 483 | 484 | 485 | 485 | 492 | 492 | 496 | 497
55 415 | 418 | 412 | 416 | 413 | 414 | 413 | 413 | 413 | 414 | 415 | 417 | 417 | 418 | 419 | 424 | 426
60 338 | 341 | 343 | 344 | 344 | 345 | 344 | 344 | 344 | 345 | 346 | 348 | 349 | 350 | 350 | 350 | 348
65 268 | 271 | 274 | 275 | 275 | 276 | 275 | 275 | 275 | 276 | 277 | 279 | 280 | 281 | 281 | 279 | 277
70 198 | 201 | 205 | 208 | 209 | 208 | 209 | 208 | 207 | 208 | 209 | 213 | 212 | 213 | 212 | 209 | 207
75 131 | 133 | 138 | 143 | 142 | 142 | 141 | 142 | 142 | 143 | 144 | 146 | 147 | 149 | 145 | 141 | 139
80 71.8 | 70.2 | 74.4 | 81.5 | 81.7 | 81.6 | 84.4 | 83.8|82.5|83.6|84.1|84.8(87.1|87.0|80.9|77.8]79.6
85 22.4|22.7|20.4|27.4|28.6|30.8|31.832.2|32.132.7|32.3|31.231.8|30.1|24.3|27.5]28.8
90 2.55|2.09|1.73|1.54 |1.90 | 4.57 | 7.59 |8.72|8.65|8.13|6.49|3.12|1.86|1.75|1.95|2.40 | 2.68
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:05 December 2022 Remarks:




