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LAMP PHOTOMETRIC REPORT

MODEL: 99GENEVA100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 14667 lm
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  70  60- 70

  80  70- 80

  90  80- 90
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 120 110-120

 130 120-130
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 150 140-150
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

5166 5168 5172 5170 5178 5180 5176 5170 496.7 496.7 3.39

4945 4940 4946 4955 4966 4967 4961 4951 1435 1932 13.2

4562 4561 4565 4579 4599 4600 4589 4575 2207 4139 28.2

4010 4009 4016 4035 4061 4064 4048 4028 2707 6846 46.7

3275 3270 3283 3309 3337 3341 3321 3298 2845 9691 66.1

2317 2320 2354 2392 2423 2414 2392 2361 2556 12247 83.5

1083 1082 1114 1154 1184 1184 1159 1124 1729 13976 95.3

142.7 134.3 152.0 191.8 199.0 201.8 189.7 182.2 642.9 14619 99.7

6.883 6.905 6.831 6.703 5.556 5.533 5.618 5.752 47.98 14667 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:12 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99GENEVA100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 5225

5 5219

10 5166

15 5076

20 4945

25 4774

30 4562

35 4309

40 4010

45 3668

50 3275

55 2832

60 2317

65 1696

70 1083

75 542

80 143

85 17.5

90 6.88

10

5225

5219

5167

5075

4944

4775

4563

4311

4015

3670

3275

2835

2315

1696

1085

540

139

17.2

6.90

20

5225

5218

5167

5072

4942

4770

4561

4306

4010

3663

3269

2825

2312

1688

1079

531

134

16.7

6.91

30

5225

5219

5167

5072

4942

4770

4561

4309

4008

3665

3272

2830

2315

1690

1087

534

135

16.7

6.91

40

5225

5220

5168

5072

4940

4770

4560

4306

4007

3660

3269

2827

2315

1691

1078

533

133

16.5

6.90

50

5225

5221

5168

5073

4941

4772

4563

4306

4011

3664

3271

2830

2324

1700

1087

539

136

16.7

6.91

60

5225

5221

5169

5072

4940

4770

4561

4305

4007

3662

3269

2829

2325

1697

1085

537

137

16.7

6.89

70

5225

5221

5169

5075

4943

4773

4563

4306

4010

3667

3275

2836

2337

1713

1101

546

140

17.2

6.87

80

5225

5221

5169

5074

4943

4772

4561

4308

4009

3665

3274

2837

2339

1712

1098

550

144

17.5

6.85

90

5225

5221

5172

5079

4946

4774

4565

4314

4016

3674

3283

2845

2354

1731

1114

559

152

18.3

6.83

100

5225

5221

5170

5078

4946

4773

4565

4313

4017

3676

3284

2845

2360

1728

1118

566

152

18.8

6.80

110

5225

5221

5168

5079

4951

4779

4569

4318

4026

3683

3294

2857

2374

1742

1133

581

197

19.8

6.78

120

5225

5221

5171

5078

4950

4782

4573

4322

4025

3683

3298

2863

2376

1747

1139

588

162

20.3

6.75

130

5225

5221

5169

5079

4954

4787

4578

4329

4034

3692

3306

2870

2390

1759

1153

602

208

21.4

6.72

140

5225

5222

5172

5082

4955

4787

4581

4331

4037

3699

3312

2878

2394

1763

1154

608

176

22.1

6.69

150

5225

5222

5173

5084

4958

4794

4586

4337

4043

3706

3319

2886

2404

1778

1170

615

187

23.2

6.66

160

5225

5221

5174

5084

4957

4793

4585

4339

4045

3710

3322

2890

2407

1776

1170

618

189

23.8

6.64

170

5225

5221

5176

5085

4961

4799

4594

4346

4055

3718

3332

2898

2415

1787

1180

628

194

24.8

6.61

180

5225

5223

5178

5090

4966

4804

4599

4353

4061

3723

3337

2904

2423

1792

1184

635

199

24.5

5.56

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:12 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99GENEVA100SMD

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 5225

5 5222

10 5177

15 5089

20 4965

25 4801

30 4596

35 4350

40 4057

45 3720

50 3337

55 2904

60 2419

65 1790

70 1180

75 631

80 202

85 24.8

90 5.53

200

5225

5222

5180

5091

4968

4807

4601

4355

4063

3727

3346

2911

2426

1796

1188

635

204

25.4

5.54

210

5225

5221

5178

5091

4966

4802

4596

4351

4062

3725

3339

2906

2417

1791

1180

636

203

25.6

5.52

220

5225

5222

5180

5092

4969

4806

4600

4356

4067

3730

3343

2913

2419

1797

1187

639

203

25.7

5.53

230

5225

5222

5179

5090

4966

4802

4599

4352

4061

3723

3338

2906

2409

1787

1180

628

200

25.4

5.54

240

5225

5223

5180

5091

4967

4803

4599

4352

4061

3725

3342

2907

2409

1788

1184

629

202

25.3

5.56

250

5225

5220

5178

5089

4965

4800

4595

4348

4055

3717

3334

2901

2401

1779

1172

625

197

24.7

5.57

260

5225

5221

5177

5088

4963

4800

4594

4345

4054

3717

3330

2901

2399

1777

1170

622

195

24.3

5.60

270

5225

5222

5176

5086

4961

4797

4589

4338

4048

3712

3321

2890

2392

1769

1159

611

190

23.4

5.62

280

5225

5220

5173

5084

4960

4796

4588

4335

4046

3707

3322

2883

2391

1764

1156

608

186

22.9

5.65

290

5225

5220

5172

5082

4959

4793

4582

4332

4036

3699

3311

2879

2379

1753

1141

598

177

21.9

5.68

300

5225

5221

5171

5080

4954

4790

4582

4331

4040

3696

3306

2872

2375

1750

1139

592

208

21.3

5.71

310

5225

5220

5170

5079

4951

4783

4576

4324

4030

3689

3299

2863

2363

1735

1125

581

166

20.2

5.74

320

5225

5222

5170

5078

4951

4783

4574

4320

4026

3686

3296

2858

2359

1735

1123

577

198

19.7

5.77

330

5225

5220

5170

5079

4950

4778

4567

4316

4023

3681

3290

2850

2347

1718

1107

562

155

18.7

5.80

340

5225

5218

5168

5078

4949

4779

4568

4318

4023

3680

3285

2847

2341

1716

1109

554

189

18.2

5.82

350

5225

5218

5166

5076

4948

4778

4567

4314

4016

3672

3279

2839

2326

1706

1093

549

146

17.3

5.84

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:12 October 2022 Remarks:


