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LAMP PHOTOMETRIC REPORT

MODEL: 99GENEVA150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 21126 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

7267 7269 7278 7299 7306 7308 7291 7278 699.7 699.7 3.31

6940 6946 6967 7007 7023 7025 6994 6958 2023 2723 12.9

6397 6401 6439 6497 6528 6525 6480 6428 3113 5835 27.6

5615 5623 5680 5758 5803 5796 5731 5656 3825 9660 45.7

4579 4593 4668 4766 4822 4814 4728 4634 4036 13696 64.8

3267 3285 3381 3503 3577 3558 3455 3330 3651 17347 82.1

1619 1648 1770 1909 1983 1961 1835 1692 2611 19957 94.5

233.0 245.2 307.8 395.0 450.7 408.9 347.7 262.0 1068 21026 99.5

10.95 10.93 10.57 10.12 8.430 8.412 8.771 9.247 100.5 21126 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:13 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99GENEVA150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 7361

5 7346

10 7267

15 7130

20 6940

25 6696

30 6397

35 6037

40 5615

45 5134

50 4579

55 3959

60 3267

65 2448

70 1619

75 813

80 233

85 21.3

90 10.9

10

7361

7348

7267

7131

6944

6698

6397

6039

5620

5136

4587

3967

3272

2457

1629

818

235

21.2

11.0

20

7361

7347

7266

7128

6934

6694

6391

6032

5608

5125

4574

3954

3258

2442

1615

803

228

21.1

11.0

30

7361

7342

7262

7125

6934

6696

6395

6036

5615

5132

4580

3963

3272

2468

1633

820

239

21.6

11.0

40

7361

7350

7267

7131

6944

6697

6396

6037

5616

5135

4582

3961

3274

2477

1634

819

239

21.8

11.0

50

7361

7350

7270

7133

6948

6705

6407

6049

5630

5147

4603

3984

3295

2518

1663

846

251

22.8

10.9

60

7361

7346

7268

7132

6944

6705

6406

6049

5631

5149

4603

3987

3303

2533

1672

853

257

23.6

10.8

70

7361

7350

7275

7140

6954

6716

6419

6066

5651

5174

4625

4016

3335

2580

1705

890

275

25.3

10.8

80

7361

7346

7274

7142

6957

6720

6423

6070

5657

5181

4639

4027

3345

2602

1728

903

285

26.7

10.7

90

7361

7349

7278

7150

6967

6734

6439

6092

5680

5207

4668

4058

3381

2642

1770

952

308

29.0

10.6

100

7361

7354

7282

7158

6977

6741

6450

6102

5694

5219

4681

4073

3398

2665

1789

974

324

31.0

10.5

110

7361

7350

7287

7161

6984

6755

6466

6122

5713

5245

4710

4111

3439

2704

1835

1015

350

35.0

10.4

120

7361

7351

7285

7168

6988

6761

6478

6128

5728

5260

4725

4125

3453

2725

1852

1034

365

38.9

10.2

130

7361

7357

7299

7180

7005

6778

6493

6154

5752

5290

4759

4161

3496

2766

1901

1072

388

46.5

10.2

140

7361

7356

7299

7183

7009

6778

6500

6159

5763

5300

4773

4177

3510

2783

1917

1088

402

51.2

10.1

150

7361

7358

7302

7190

7018

6795

6515

6180

5782

5327

4801

4208

3547

2819

1956

1125

426

58.2

10.03

160

7361

7354

7304

7192

7023

6801

6524

6186

5791

5332

4808

4218

3555

2831

1964

1134

438

110

10.00

170

7361

7360

7309

7200

7030

6810

6534

6197

5807

5350

4832

4243

3581

2859

1995

1164

453

66.0

10.00

180

7361

7356

7306

7193

7023

6807

6528

6196

5803

5346

4822

4235

3577

2848

1983

1150

451

61.5

8.43

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:13 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99GENEVA150SMD

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 7361

5 7359

10 7307

15 7194

20 7029

25 6805

30 6532

35 6193

40 5801

45 5342

50 4823

55 4232

60 3571

65 2845

70 1980

75 1151

80 444

85 110

90 8.42

200

7361

7358

7310

7196

7027

6807

6535

6198

5809

5351

4830

4244

3581

2855

1990

1162

442

58.4

8.40

210

7361

7357

7305

7189

7022

6803

6527

6192

5798

5340

4815

4225

3563

2840

1972

1144

417

50.7

8.36

220

7361

7362

7309

7196

7029

6806

6530

6199

5804

5346

4822

4230

3571

2845

1975

1144

417

47.8

8.39

230

7361

7360

7308

7192

7020

6797

6520

6183

5788

5327

4806

4210

3545

2817

1946

1117

400

47.6

8.43

240

7361

7361

7308

7190

7017

6796

6517

6178

5782

5323

4798

4201

3540

2811

1937

1109

408

47.7

8.50

250

7361

7355

7296

7182

7008

6783

6498

6161

5763

5300

4770

4173

3504

2776

1898

1073

384

41.6

8.57

260

7361

7358

7294

7176

7005

6780

6495

6155

5753

5290

4758

4160

3493

2762

1879

1054

373

37.6

8.67

270

7361

7354

7291

7170

6994

6765

6480

6136

5731

5261

4728

4125

3455

2714

1835

1014

348

32.1

8.77

280

7361

7357

7291

7170

6992

6762

6474

6127

5720

5254

4716

4113

3438

2696

1816

994

332

29.1

8.88

290

7361

7350

7283

7157

6979

6745

6455

6104

5693

5220

4684

4074

3395

2649

1765

946

302

26.5

8.99

300

7361

7352

7283

7151

6974

6739

6445

6094

5680

5208

4666

4060

3378

2624

1741

927

289

24.8

9.09

310

7361

7354

7278

7148

6962

6724

6433

6075

5660

5184

4638

4024

3338

2574

1704

882

268

20.9

9.20

320

7361

7351

7279

7141

6954

6716

6424

6067

5652

5174

4629

4015

3323

2552

1680

869

256

18.9

9.30

330

7361

7350

7272

7137

6946

6710

6410

6048

5629

5149

4600

3981

3292

2503

1654

832

237

18.0

9.39

340

7361

7348

7270

7134

6948

6699

6408

6046

5630

5149

4596

3973

3287

2489

1641

828

234

18.0

9.47

350

7361

7344

7266

7128

6940

6696

6392

6033

5611

5128

4572

3952

3261

2448

1613

801

224

19.0

9.53

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:13 October 2022 Remarks:


