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LAMP PHOTOMETRIC REPORT

MODEL: 98LONDON100/W

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 14194 lm



  10   0- 10
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 150 140-150
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

6187 6367 6494 6477 6337 6162 6027 6044 599.9 599.9 4.23

5986 6276 6456 6392 6145 5852 5656 5720 1747 2346 16.5

5580 5848 6011 5890 5583 5321 5206 5271 2705 5051 35.6

4735 5026 5134 5024 4643 4424 4299 4346 3238 8290 58.4

3539 3636 3528 3375 3092 3086 3041 3284 3140 11430 80.5

1329 1145 949.5 827.8 766.6 801.7 979.7 1274 1940 13370 94.2

308.2 312.5 302.4 336.1 319.6 306.0 282.7 303.8 520.7 13891 97.9

124.7 127.2 137.0 148.0 153.5 144.5 132.9 126.8 234.7 14125 99.5

3.704 3.686 3.783 4.076 3.498 3.853 3.535 3.020 68.80 14194 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON100/W

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 6309

5 6263

10 6187

15 6121

20 5986

25 5868

30 5580

35 5291

40 4735

45 4304

50 3539

55 2856

60 1329

65 586

70 308

75 225

80 125

85 67.2

90 3.70

10

6309

6281

6230

6174

6056

5956

5673

5393

4868

4426

3623

2891

1319

586

317

232

131

68.5

3.71

20

6309

6299

6261

6228

6116

6019

5730

5439

4914

4480

3643

2856

1265

571

321

236

130

65.0

3.70

30

6309

6318

6308

6283

6183

6081

5779

5487

4958

4516

3650

2826

1230

563

317

234

128

64.6

3.69

40

6309

6349

6351

6334

6244

6140

5823

5515

5009

4566

3645

2771

1169

550

311

230

124

65.6

3.69

50

6309

6359

6382

6376

6308

6213

5873

5556

5043

4590

3626

2703

1122

543

314

232

130

65.4

3.68

60

6309

6367

6412

6403

6355

6261

5917

5602

5071

4604

3603

2633

1063

531

316

234

135

65.6

3.68

70

6309

6390

6455

6452

6413

6323

5970

5658

5112

4637

3589

2583

1029

525

310

232

140

70.8

3.71

80

6309

6392

6472

6475

6443

6346

5997

5678

5121

4625

3548

2518

979

511

300

227

135

70.1

3.73

90

6309

6405

6494

6505

6456

6359

6011

5691

5134

4646

3528

2472

949

508

302

229

137

71.0

3.78

100

6309

6407

6486

6502

6461

6348

5997

5676

5131

4628

3496

2415

909

507

313

237

145

74.1

3.85

110

6309

6403

6493

6509

6447

6334

5979

5666

5121

4628

3491

2386

889

508

331

249

148

71.9

3.92

120

6309

6400

6492

6493

6428

6313

5935

5631

5086

4580

3449

2341

854

501

334

256

148

71.6

3.98

130

6309

6400

6487

6482

6415

6279

5914

5601

5052

4546

3413

2294

840

498

335

260

148

76.2

4.05

140

6309

6397

6468

6458

6370

6239

5867

5555

4996

4492

3338

2222

816

496

338

262

149

75.7

4.10

150

6309

6372

6437

6408

6311

6174

5796

5484

4929

4427

3288

2177

804

496

343

261

156

77.7

4.13

160

6309

6371

6406

6377

6264

6107

5727

5396

4833

4333

3207

2118

782

488

336

258

160

84.4

4.16

170

6309

6356

6379

6339

6221

6055

5664

5318

4732

4235

3143

2097

774

479

325

254

158

85.3

4.19

180

6309

6342

6337

6288

6145

5987

5583

5239

4643

4150

3092

2086

767

469

320

250

153

84.3

3.50

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98LONDON100/W

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 6309

5 6322

10 6300

15 6232

20 6082

25 5912

30 5514

35 5181

40 4578

45 4108

50 3113

55 2115

60 766

65 463

70 318

75 249

80 158

85 86.0

90 3.53

200

6309

6298

6255

6184

6009

5849

5461

5128

4555

4102

3131

2145

775

459

322

250

156

85.7

3.61

210

6309

6291

6215

6137

5942

5774

5396

5076

4509

4059

3113

2146

773

451

316

247

150

80.8

3.66

220

6309

6276

6183

6092

5893

5716

5356

5030

4453

4027

3104

2165

796

450

309

244

145

81.5

3.82

230

6309

6253

6141

6033

5811

5636

5285

4963

4395

3960

3069

2171

808

444

303

239

144

80.3

3.89

240

6309

6226

6096

5985

5759

5583

5231

4917

4356

3905

3042

2206

841

443

301

237

147

80.5

3.80

250

6309

6225

6069

5950

5719

5539

5214

4916

4321

3851

3019

2241

870

448

296

230

145

81.4

3.78

260

6309

6216

6038

5904

5680

5506

5190

4908

4303

3811

3014

2292

924

459

287

222

140

78.9

3.70

270

6309

6215

6027

5892

5656

5490

5206

4922

4299

3797

3041

2359

980

471

283

216

133

75.7

3.54

280

6309

6201

6011

5875

5648

5488

5214

4941

4313

3815

3105

2445

1049

489

287

217

136

76.5

3.35

290

6309

6196

6002

5877

5662

5513

5234

4949

4316

3837

3157

2516

1103

510

296

221

134

74.5

3.19

300

6309

6195

6012

5887

5680

5546

5258

4969

4325

3855

3218

2607

1187

534

302

225

132

71.4

3.09

310

6309

6210

6033

5906

5702

5558

5270

4953

4336

3886

3258

2668

1244

548

301

226

126

69.6

3.04

320

6309

6213

6054

5924

5739

5585

5272

4967

4355

3930

3310

2731

1303

569

307

228

127

68.1

3.00

330

6309

6213

6068

5960

5770

5621

5286

4976

4373

3961

3327

2739

1335

591

312

229

129

67.2

2.96

340

6309

6237

6102

6011

5847

5681

5363

5041

4457

4033

3343

2738

1353

606

311

228

131

69.3

2.94

350

6309

6257

6152

6068

5909

5782

5472

5155

4588

4140

3415

2777

1336

594

306

223

126

67.2

2.93

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.0DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:27 October 2022 Remarks:


