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LAMP PHOTOMETRIC REPORT

MODEL: 99POM1505030/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 4664.9 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1809 1820 1825 1815 1814 1817 1827 1822 175.8 175.8 3.77

1658 1690 1713 1682 1669 1684 1714 1696 497.0 672.8 14.4

1432 1488 1533 1478 1447 1481 1536 1497 734.2 1407 30.2

1158 1236 1303 1224 1174 1226 1306 1246 853.2 2260 48.5

871.4 952.8 1039 941.2 885.2 942.8 1041 962.8 845.4 3106 66.6

586.9 663.1 756.1 652.4 597.0 653.6 761.0 672.5 725.5 3831 82.1

312.2 378.8 470.3 369.0 321.2 369.9 474.9 386.8 519.4 4350 93.3

74.38 121.7 204.5 112.9 77.20 113.6 208.5 128.1 266.8 4617 99

1.815 2.270 3.113 2.395 1.511 2.030 2.794 1.973 47.69 4665 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM1505030/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1864

5 1850

10 1809

15 1744

20 1658

25 1553

30 1432

35 1298

40 1158

45 1016

50 871

55 730

60 587

65 447

70 312

75 185

80 74.4

85 2.60

90 1.82

10

1864

1852

1813

1752

1667

1563

1444

1310

1170

1027

883

738

595

454

319

191

76.2

2.76

1.83

20

1864

1851

1813

1751

1667

1566

1449

1317

1178

1036

891

750

606

465

329

200

86.0

3.06

1.88

30

1864

1852

1817

1760

1679

1581

1468

1340

1202

1061

916

771

627

485

347

216

97.1

3.63

2.00

40

1864

1853

1818

1761

1684

1588

1478

1355

1221

1080

936

792

648

505

366

233

111

9.99

2.16

50

1864

1854

1822

1770

1696

1605

1499

1380

1251

1113

969

824

678

533

392

257

132

23.6

2.38

60

1864

1854

1822

1771

1700

1612

1509

1393

1267

1134

994

848

704

558

415

278

151

39.3

2.62

70

1864

1854

1825

1778

1710

1625

1525

1412

1290

1158

1021

880

734

587

443

304

176

59.2

2.85

80

1864

1854

1824

1775

1709

1626

1528

1417

1296

1166

1031

890

749

605

463

324

193

79.4

3.03

90

1864

1854

1825

1779

1713

1630

1533

1424

1303

1174

1039

899

756

612

470

333

204

89.6

3.11

100

1864

1853

1822

1773

1705

1622

1523

1412

1291

1161

1025

885

745

601

459

320

191

75.2

3.06

110

1864

1852

1821

1773

1704

1618

1518

1405

1281

1150

1013

871

726

580

436

298

171

54.8

2.94

120

1864

1851

1818

1764

1692

1603

1499

1383

1257

1123

983

838

695

549

407

270

144

33.0

2.72

130

1864

1851

1817

1763

1688

1596

1489

1369

1239

1101

957

813

666

522

382

247

123

16.9

2.51

140

1864

1850

1813

1754

1675

1579

1467

1344

1209

1068

925

783

638

496

356

224

103

5.23

2.28

150

1864

1850

1814

1754

1673

1573

1459

1331

1193

1052

907

763

619

477

339

209

90.3

3.17

2.11

160

1864

1849

1810

1747

1664

1561

1443

1312

1173

1030

886

745

602

461

324

196

82.1

2.85

1.94

170

1864

1851

1813

1751

1666

1562

1443

1310

1170

1027

883

739

596

455

320

192

76.0

2.71

1.87

180

1864

1851

1814

1754

1669

1566

1447

1313

1174

1030

885

740

597

457

321

193

77.2

2.51

1.51

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POM1505030/BL

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1864

5 1852

10 1812

15 1749

20 1665

25 1561

30 1442

35 1308

40 1168

45 1025

50 881

55 740

60 597

65 456

70 320

75 192

80 79.6

85 2.59

90 1.55

200

1864

1851

1814

1754

1671

1569

1452

1320

1181

1038

894

749

606

465

328

199

81.8

2.68

1.63

210

1864

1851

1813

1752

1671

1571

1457

1328

1190

1048

904

762

618

476

338

208

89.0

3.02

1.76

220

1864

1852

1817

1761

1682

1586

1475

1351

1216

1075

931

786

641

498

359

227

105

5.88

1.93

230

1864

1852

1817

1762

1686

1594

1486

1366

1236

1097

954

808

666

522

381

246

122

16.7

2.13

240

1864

1853

1822

1772

1700

1611

1508

1391

1265

1131

990

845

698

553

410

274

147

34.7

2.35

250

1864

1853

1822

1772

1704

1618

1518

1404

1281

1149

1012

870

727

581

437

299

170

55.3

2.54

260

1864

1855

1826

1781

1715

1632

1534

1423

1303

1173

1036

895

752

608

465

326

196

78.7

2.69

270

1864

1855

1827

1779

1714

1632

1536

1426

1306

1177

1041

901

761

617

475

337

208

93.2

2.79

280

1864

1856

1828

1784

1719

1637

1540

1430

1310

1180

1044

903

760

615

473

334

203

85.1

2.70

290

1864

1855

1826

1778

1711

1627

1528

1416

1293

1162

1025

883

741

594

450

311

181

65.2

2.52

300

1864

1856

1826

1779

1710

1624

1522

1407

1282

1149

1010

864

717

570

426

289

162

46.5

2.32

310

1864

1855

1822

1770

1697

1608

1502

1384

1256

1118

975

829

685

540

398

263

137

27.8

2.07

320

1864

1854

1822

1769

1694

1600

1491

1370

1236

1095

951

805

660

516

375

242

119

14.8

1.88

330

1864

1853

1817

1759

1680

1583

1470

1343

1206

1064

920

778

633

491

352

221

101

4.69

1.70

340

1864

1853

1817

1758

1676

1576

1461

1329

1191

1048

903

758

614

473

336

207

89.0

2.91

1.61

350

1864

1851

1812

1749

1665

1562

1444

1310

1170

1027

882

741

598

457

322

194

81.1

2.64

1.54

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 December 2022 Remarks:


